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(57) ABSTRACT

There is provided a power factor correction device including:
a main switching unit including a first main switch and a
second main switch performing a switching operation with
predetermined phase differences; an auxiliary switching unit
including a first auxiliary switch and a second auxiliary
switch forming a transmission path for surplus power existing
before the first main switch and the second main switch are
turned on, respectively; an inductor unit positioned between a
power input unit to which AC power is applied and the main
switching unit and accumulating or discharging energy
according to a switching operation of the main switching unit;
and an auxiliary inductor unit regulating an amount of current
flowing in the auxiliary switching unit in the event of a
switching operation of the auxiliary switching unit.
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1
POWER FACTOR CORRECTION DEVICE

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims the priority of Korean Patent
Application No. 10-2012-0140170 filed on Dec. 5, 2012, in
the Korean Intellectual Property Office, the disclosure of
which is incorporated herein by reference.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to a bridgeless power factor
correction device capable of reducing switching loss.

2. Description of the Related Art

Recently, national governments around the world have
urged the effective use of energy in conformity with energy
efficiency policies, and in particular, effective use of energy in
electronic products or home appliances is widely recom-
mended.

Thus, according to such recommendations, a remedial cir-
cuit for effectively using energy has been applied to power
supply devices supplying power to electronic products, home
appliances, and the like.

The remedial circuit may be, for example, a power factor
correction circuit. A power factor correction circuit is a circuit
for switching input power to adjust a phase difference (power
factor) between a current and a voltage of the input power to
effectively transfer power to a rear stage.

In general, a power factor correction circuit may be clas-
sified as a passive type power factor correction circuit and an
active type power factor correction circuit.

A passive type power factor correction circuit employs a
method for correcting a power factor with an inductor or a
capacitor, and in particular, it is known to have a limitation in
power factor correction in a single phase.

An active type power factor correction circuit employs a
method of correcting a power factor by performing switching
by a combination of an inductor and a switching element by
using a boost type topology. However, the active type power
factor correction circuit has relatively low efficiency, a high
internal current, voltage ripples, electromagnetic interference
(EMI) noise, and the like, and thus, its application to a middle
or large-scale power source device is not easy.

In particular, in the case of the power factor correction
circuit, switching loss is generated in the process of switching
input power.

Patent document 1 below relates to a bridgeless boost con-
verter having a power factor correction (PFC) circuit, which,
however, does not disclose a configuration for improving
switching efficiency in power conversion.

RELATED ART DOCUMENT

(Patent document 1) Korean Patent Laid Open Publication
No. 2007-0116240

SUMMARY OF THE INVENTION

An aspect of the present invention provides a power factor
correction device in which surplus power is delivered to a
ground before performing switching for power factor correc-
tion, to thus reduce switching loss generated in the event of
power factor correction switching.
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Another aspect of the present invention provides a power
factor correction device for reducing an electromagnetic
interference (EMI) noise level.

According to an aspect of the present invention, there is
provided a power factor correction device including: a main
switching unit including a first main switch and a second main
switch performing a switching operation with predetermined
phase differences; an auxiliary switching unit including a first
auxiliary switch and a second auxiliary switch forming a
transmission path for surplus power existing before the first
main switch and the second main switch are turned on,
respectively; an inductor unit positioned between a power
input unit to which AC power is applied and the main switch-
ing unit and accumulating or discharging energy according to
a switching operation of the main switching unit; and an
auxiliary inductor unit regulating an amount of current flow-
ing in the auxiliary switching unit in the event of a switching
operation of the auxiliary switching unit.

The first auxiliary switch may perform a first switching
operation of being turned on before the first main switch is
turned on, and turned off before the first main switch is turned
off.

The second auxiliary switch may perform a second switch-
ing operation of being turned on before the second main
switch is turned on, and turned off before the second main
switch is turned off.

The first main switch and the second main switch of the
main switch may be switched with an input phase difference
of 180°.

The power input unit may include a first input line as one
end thereof and a second input line as the other end thereof,
and the inductor unit may include a first inductor connected
between the first input line and the first main switch and a
second inductor connected between the second input line and
the second main switch.

The auxiliary inductor unit may include a first auxiliary
inductor disposed between the first main switch and the first
auxiliary switch and a second auxiliary inductor disposed
between the second main switch and the second auxiliary
switch.

The power factor correction device may further include a
first reverse current preventing diode connected to the first
main switch in parallel and a second reverse current prevent-
ing diode connected to the second main switch in parallel.

The power factor correction device may further include a
diode unit providing a transmission path for power dis-
charged from the inductor unit according to a switching
operation of the main switching unit.

The diode unit may include a first diode providing a trans-
mission path for power discharged from the first inductor
according to a switching operation of the first main switch and
a second diode providing a transmission path for power dis-
charged from the second inductor according to a switching
operation of the second main switch.

The power factor correction device may further include: a
controller outputting control signals for controlling switching
operations of the main switching unit and the auxiliary
switching unit.

According to another aspect of the present invention, there
is provided a power factor correction device having a first
output line and a second output line to which a load is applied,
including: a power input unit generating AC power; a first
inductor and a second inductor connected to a first input line
as one end of the power input unit and a second input line as
the other end of the power input unit, respectively; a first
diode disposed between the first inductor and the first output
line; a second diode disposed between the second inductor
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and the first output line; a first main switch disposed between
the first inductor and the second output line; a second main
switch disposed between the second inductor and the second
output line; a first auxiliary switch connected to the first main
switch in parallel; a first auxiliary inductor connected to the
first main switch in parallel and connected to the first auxil-
iary switch in series; a second auxiliary switch connected to
the second main switch in parallel; and a second auxiliary
inductor connected to the second main switch in parallel and
connected to the second auxiliary switch in series.

The first auxiliary switch may perform a first switching
operation of being turned on before the first main switch is
turned on, and turned off before the first main switch is turned
off.

The second auxiliary switch may perform a second switch-
ing operation of being turned on before the second main
switch is turned on, and turned off before the second main
switch is turned off.

The first diode and the second diode may be fast recovery
diodes.

The first switch and the second switch may include one of
an insulated gate bipolar transistor (IGBT), a metal oxide
semiconductor field-effect transistor (MOS-FET), and a
bipolar junction transistor (BJT), respectively.

According to another aspect of the present invention, there
is provided a power factor correction device including: a main
switching unit switching AC power from a power input unit to
regulate a phase difference between a current and a voltage of
the AC power; an auxiliary switching unit switched on before
the main switching unit is switched on, to form a transmission
path for surplus power of the main switching unit; an inductor
unit accumulating or discharging energy according to a
switching operation of the main switching unit; and an aux-
iliary inductor unit regulating an amount of current flowing in
the auxiliary switching unit according to a switching opera-
tion of the auxiliary switching unit.

The main switching unit may include: a first main switch
regulating a phase difference between a current and a voltage
of'the AC power during a positive half cycle of the AC power;
and a second main switch regulating a phase difference
between a current and a voltage of the AC power during a
negative half cycle of the AC power.

The auxiliary switch may include a first auxiliary switch
and a second auxiliary switch forming a transmission path for
surplus power existing before the first main switch and the
second main switch are turned on, respectively.

The inductor unit may include: a first inductor connected
between one end of the power input unit and the first main
switch; and a second inductor connected between the other
end of the power input unit and the second main switch.

The auxiliary inductor unit may include a first auxiliary
inductor disposed between the first main switch and the first
auxiliary switch and a second auxiliary inductor disposed
between the second main switch and the second auxiliary
switch.

The power factor correction device may further include a
diode unit providing a transmission path for power dis-
charged from the inductor unit according to a switching
operation of the main switching unit.

The diode unit may include a first diode providing a trans-
mission path for power discharged from the first inductor
according to a switching operation of the first main switch and
a second diode providing a transmission path for power dis-
charged from the second inductor according to a switching
operation of the second main switch.

BRIEF DESCRIPTION OF THE DRAWINGS

The above and other aspects, features and other advantages
of'the present invention will be more clearly understood from
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the following detailed description taken in conjunction with
the accompanying drawings, in which:

FIGS. 1 and 2 are circuit diagrams of a power factor cor-
rection device according to an embodiment of the present
invention;

FIG. 3 is a circuit diagram of a power factor correction
device according to another embodiment of the present inven-
tion;

FIG. 4 is a graph showing switching control signals of a
main switching unit and an auxiliary switching unit employed
in a power factor correction device according to an embodi-
ment of the present invention when a power input unit is in a
positive half-cycle state;

FIG. 5 is an enlarged view of a portion ‘A’ in FIG. 4;

FIG. 6 is a graph showing switching control signals of the
main switching unit and the auxiliary switching unit
employed in the power factor correction device according to
an embodiment of the present invention when a power input
unit is in a negative half-cycle state; and

FIG. 7 is an enlarged view of a portion ‘B’ in FIG. 6.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENT

Embodiments of the present invention will now be
described in detail with reference to the accompanying draw-
ings. The invention may, however, be embodied in many
different forms and should not be construed as being limited
to the embodiments set forth herein. Rather, these embodi-
ments are provided so that this disclosure will be thorough
and complete, and will fully convey the scope of the invention
to those skilled in the art. In the drawings, the shapes and
dimensions of elements may be exaggerated for clarity, and
the same reference numerals will be used throughout to des-
ignate the same or like components.

FIGS. 1 and 2 are circuit diagrams of a power factor cor-
rection device according to an embodiment of the present
invention.

Referring to FIG. 1, a power factor correction device 100
may include a power input unit 180, a main switching unit
110, an auxiliary switching unit 120, an inductor unit 130, an
auxiliary inductor unit 160, a diode unit 140, and a controller
150. Here, it will be defined that one end of the power input
unit 180 is a first input line 185 and the other end thereof is a
second input line 186. Also, it will be defined that one end by
which the power factor correction device 100 is connected to
aload is a first output line 191 and the other end by which the
power factor correction device 100 is connected to the load is
a second output line 192.

The main switching unit 110 may include a first main
switch S1 and a second main switch S2 performing a switch-
ing operation with a predetermined phase difference to
improve a power factor of input power. As illustrated in FIG.
1, the first main switch S1 may be disposed between a con-
nection terminal between a first inductor L1 and a first diode
D1 and the second output line 192. Also, the second main
switch S2 may be disposed between a connection terminal
between a second inductor L.2 and a second diode D2 and the
second output line 192.

Meanwhile, the first main switch S1 and the second main
switch S2 may perform a switching operation with an input
phase difference of 180° one another.

Inthis case, the input power may be power applied from the
power input unit 180. Also, the power applied from the power
input unit 180 may be AC power.

The main switching unit 110 may include a first reverse
current preventing diode DI1 and a second reverse current
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preventing diode DI2. The first reverse current preventing
diode DI1 may prevent a reverse current of the first main
switch S1. The second reverse current preventing diode DI2
may prevent a reverse current of the second main switch S2.

The first reverse current preventing diode DI1 and the
second reverse current preventing diode DI2 may be diodes
formed in abody when the first main switch S1 and the second
main switch S2 are configured as transistors, but the present
invention is not limited thereto and the first reverse current
preventing diode DI1 and the second reverse current prevent-
ing diode DI2 may be separately added diodes.

The inductor unit 130 may be connected between the
power input unit 180 to which input power is applied and the
main switching unit 110 to accumulate or discharge energy
according to a switching operation of the main switching unit
110. In detail, the inductor unit 130 may include the first
inductor L1 and the second inductor L.2. The first inductor L1
may be connected between the first input line 185 and the first
main switch S1. The second inductor [.2 may be connected
between the second input line 186 and the second main switch
S2.

The diode unit 140 may provide a transmission path for
power discharged from the inductor unit 130 according to a
switching operation of the main switching unit 110. In detail,
the diode unit 140 may include the first diode D1 and the
second diode D2. The first diode D1 may be disposed
between the first inductor [.1 and the first output line 191. The
second diode D2 may be disposed between the second induc-
tor [.2 and the first output line 191.

The first diode D1 may provide a transmission path for
power discharged from the first inductor L1 according to a
switching operation of the first main switch S1. Also, the
second diode D2 may provide a transmission path for power
discharged from the second inductor [.2 according to a
switching operation of the second main switch S2.

The first diode D1 and the second diode D2 are required to
be synchronized with ON/OFF switching of the first main
switch S1 and the second main switch S2 to provide an
accurate conductive path, so, preferably, the first diode D1
and the second diode D2 are diodes having excellent charac-
teristics. For example, the first diode D1 and the second diode
D2 may include a fast recovery diode (FRD) having excellent
reverse recovery characteristics.

A capacitor C may be connected to the output terminal in
parallel to stabilize power output from the diode unit 140.

The auxiliary switching unit 120 may form a transmission
path for surplus power before the main switching unit 110
performs an ON operation.

The auxiliary switching unit 120 may include a first aux-
iliary switch Sn1 and a second auxiliary switch Sn2. The first
auxiliary switch Snl may be connected to the first main
switch S1 in parallel. The second auxiliary switch Sn2 may be
connected to the second main switch S2 in parallel.

The first auxiliary switch Snl may form a transmission
path for surplus power existing before the first main switch S1
performs an ON operation. Also, the second auxiliary switch
Sn2 may form a transmission path for surplus power existing
before the second main switch S2 performs an ON operation.

The auxiliary inductor unit 160 may regulate an amount of
current flowing in the auxiliary switching unit 120 in the event
of a switching operation of the auxiliary switching unit 120.

The auxiliary inductor unit 160 may include a first auxil-
iary inductor Ls1 and a second auxiliary inductor Ls2. The
first auxiliary inductor Ls1 may be connected to the first main
switch S1 in parallel. Also, the first auxiliary inductor Ls1
may be connected to the first auxiliary switch Sn1 in series.
Namely, the first auxiliary inductor L.s1 may be disposed
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between a connection terminal between the first main switch
S1 and the first inductor L1 and the first auxiliary switch Snl.
Also, the second auxiliary inductor Ls2 may be connected to
the second main switch S2 in parallel. The second auxiliary
inductor [.s2 may be connected to the second auxiliary switch
Sn2 in series. Namely, the second auxiliary inductor Ls2 may
be disposed between a connection terminal between the sec-
ond main switch S2 and the second inductor L2 and the
second auxiliary switch Sn2.

The controller 150 may provide switching control signals
G1, G2, Gnl, and Gn2 controlling switching operations of the
first main switch S1, the second main switch S2, the first
auxiliary switch Sn1, and the second auxiliary switch Sn2.

The first main switch S1, the second main switch S2, the
first auxiliary switch Snl, and the second auxiliary switch
Sn2 may be configured as one of an insulated gate bipolar
transistor (IGBT), a metal oxide semiconductor field-effect
transistor (MOS-FET), and a bipolar junction transistor
(BJT), respectively. Referring to FIG. 2, it is illustrated that
the first main switch S1, the second main switch S2, the first
auxiliary switch Sn1, and the second auxiliary switch Sn2 are
configured as BJTs, but the present invention is not limited
thereto.

The main switching unit 110 of the power factor correction
device 100 may perform a switching operation to adjust a
phase difference between a voltage and a current of input
power, to thus improve a power factor. Here, the auxiliary
switching unit 120 may form a transmission path for surplus
power remaining when the switching operation of the main
switching unit 110.

First, an operation of the bridgeless power factor correction
device, excluding operations of the auxiliary switches Snl
and Sn2, will be described. The operations of the auxiliary
switches Sn1 and Sn2 will be described in detail with refer-
ence to FIGS. 4 through 7.

The power input unit 180 generates AC power as a positive
half cycle 181 and a negative half cycle 182 are alternated
iteratively. While the positive half cycle 181 is maintained, a
current flows to the first inductor L1. Here, when the first
main switch S1 is turned on, the current may be returned to the
power input unit 180 through the first main switch S1, the
second reverse current preventing diode DI2, and the second
inductor [.2. During this process, the first inductor .1 may be
maintained in a charged state in which energy is increased.
Meanwhile, when the first main switch S1 is turned off, the
first inductor [.1 is in a discharged state in which energy is
reduced and a current may flow to a load through the first
diode D1. In this manner, when the power input unit 180 is in
the positive half cycle 181, conduction loss is only generated
by the first switch S1, not by the second switch S2.

Next, while the negative half cycle 182 is maintained, the
current flows through the second inductor [.2. Here, when the
second main switch S2 is turned on, the current may be
returned to the power input unit 180 through the second main
switch S2, the first reverse current preventing diode DI1, and
the first inductor L1. During this process, the second inductor
L2 may be maintained in the charged state in which energy is
increased. Meanwhile, when the second main switch S2 is
turned off, the second inductor 1.2 moves into a discharged
state in which energy is reduced, and the current may flow to
the load through the second diode D2. In this manner, when
the power input unit 180 is in the negative half cycle 182,
conductive loss is only generated by the second switch S2, not
by the first switch S1.

FIG. 3 is a circuit diagram of a power factor correction
device according to another embodiment of the present inven-
tion;
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Referring to FIG. 3, the power factor correction device 100
may further include a resistor R for detecting an output cur-
rent. In detail, one end of the resistor R may be connected to
anodes of the first reverse current preventing diode DI1 and
the second reverse current preventing diode DI2. Also, the
other end of the resistor R may be connected to the second
output line 192.

Elements other than the resistor R are the same as those
illustrated in FIGS. 1 and 2, so a detailed description thereof
will be omitted.

FIG. 4 is a graph showing switching control signals of a
main switching unit and an auxiliary switching unit employed
in a power factor correction device according to an embodi-
ment of the present invention when a power input unit is in a
positive half-cycle state, and FIG. 5 is an enlarged view of a
portion ‘A’ in FIG. 4.

Referring to FIGS. 1, 4, and 5, when the power input unit
180 is in the positive half cycle state 181, the controller 150
may apply the high level signal G2 to the second main switch
S2. Also, the controller 150 may apply the low level signal
Gn2 to the second auxiliary switch Sn2.

Namely, according to an embodiment of the present inven-
tion, when the power input unit 180 is in the positive half
cycle state 181, the second main switch S2 may be in an ON
state and the second auxiliary switch Sn2 may be in an OFF
state.

Also, referring to FIGS. 1, 4, and 5, the auxiliary switching
unit 120 of the power factor correction device 100 may form
atransmission path for surplus power before an ON operation
of'the main switching unit 110 (i.e., before the main switching
unit 110 is turned on). Namely, in other words, by providing
zero voltage switching conditions of the main switching unit
110, switching loss may be removed.

In detail, in order to form a transmission path for surplus
power, the controller 150 may transmit switching control
signals G1 and Gnl for turning on the first auxiliary switch
Sn1 before an ON operation of the first switch S1. When the
switching control signal is a high level signal, the respective
switches S1 and Snl may be turned on, and when the switch-
ing control signal is a low level signal, the respective switches
S1 and Snl may be turned off.

In detail, the first auxiliary switch Snl may form a trans-
mission path for surplus power existing before the first main
switch S1 is turned on.

To this end, as illustrated in FIGS. 4 and 5, the first auxil-
iary switch Sn1 may be turned on before the first main switch
S1 is turned on, and may be turned off before the first main
switch S1 is turned off. This may be called a first switching
operation.

Meanwhile, although the first auxiliary switch Snl forms a
transmission path for surplus power of the first main switch
S1 to reduce switching loss of the first main switch S1,
switching loss of the first auxiliary switch Sn1l may be gen-
erated.

In other words, at the timing of an OFF operation of the first
auxiliary switch Snl, a peak voltage according to transient
power is generated from both ends of the first auxiliary switch
Snl to potentially cause switching loss.

In order to solve the problem, referring to FIG. 1, the power
factor correction device may further include the first auxiliary
inductor Ls1 regulating an amount of current flowing in the
first auxiliary switch Sn1 in the event of a switching operation
of the first auxiliary switch Snl.

Meanwhile, referring to FIG. 5, a width of the control
signal Gnl with respect to the first auxiliary switch Sn1 may
be appropriately regulated.
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For example, a pulse width T1 of the control signal Gn1 is
required to generate zero voltage switching conditions in the
first main switch S1.

Also, in case that a current flowing through the first diode
D1 is increased, it is preferable for the pulse width T1 of the
control signal Gnl to be widened in order to reduce a spike
voltage generated when the first auxiliary switch Snl is
turned off. The reason is because, when the pulse width T1 of
the control signal Gnl is widened, a current flowing at the
timing when the first auxiliary switch Snl1 is turned off can be
reduced.

Also, inthe case that inductance of the first auxiliary induc-
tor Ls1 is increased, a reverse recovery current of the first
diode D1 is reduced, so, it is preferable for the pulse width T1
of'the control signal Gnl to be reduced to allow the first main
switch S1 to be zero-voltage switched within a short time.

Also, in case that switching frequencies of the control
signals G1 and Gn1 are increased, it is preferable for the pulse
width T1 of the control signal Gnl to be reduced in order to
prevent distortion of the control signals and reduce conduc-
tion loss of the first auxiliary switch Snl generated during a
turn-on time of the first auxiliary switch Snl.

According to an embodiment of the present invention as
describe above, since the first main switch S1 operates under
zero voltage switching conditions, switching loss of the first
main switch S1 can be reduced, and thus, efficiency of the
power factor correction device can be significantly enhanced.

FIG. 6 is a graph showing switching control signals of the
main switching unit and the auxiliary switching unit
employed in the power factor correction device according to
an embodiment of the present invention when a power input
unit is in a negative half-cycle state, and FIG. 7 is an enlarged
view of a portion ‘B’ in FIG. 6.

Referring to FIGS. 1, 6, and 7, when the power input unit
180 is in the negative half cycle state 182, the controller 150
may apply the high level signal G1 to the first main switch S1.
Also, the controller 150 may apply the low level signal Gn1 to
the first auxiliary switch Snl.

Namely, according to an embodiment of the present inven-
tion, when the power input unit 180 is in the negative half
cycle state 182, the first main switch S1 may be in an ON state,
while the first auxiliary switch Snl may be in an OFF state.

Also, referring to FIGS. 1, 6, and 7, the auxiliary switching
unit 120 of the power factor correction device 100 may form
atransmission path for surplus power before an ON operation
of'the main switching unit 110 (i.e., before the main switching
unit 110 is turned on). Namely, in other words, by providing
zero voltage switching conditions in the main switching unit
110, switching loss can be eliminated.

In detail, in order to form a transmission path for surplus
power, the controller 150 may transfer switching control sig-
nals G2 and Gn2 for turning on the second auxiliary switch
Sn2 before an ON operation of the second switch S2. When
the switching control signal is a high level signal, the respec-
tive switches S2 and Sn2 may be turned on, and when the
switching control signal is a low level signal, the respective
switches S2 and Sn2 may be turned off.

In detail, the second auxiliary switch Sn2 may form a
transmission path for surplus power existing before the sec-
ond main switch S2 is turned on.

To this end, as illustrated in FIGS. 6 and 7, the second
auxiliary switch Sn2 may be turned on before the second main
switch S2 is turned on, and turned off before the main switch
S2 is turned off. This may be called a second switching
operation.

Meanwhile, although the second auxiliary switch Sn2
forms a transmission path for surplus power of the second
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main switch S2 to reduce switching loss of the second main
switch S2, switching loss of the second auxiliary switch Sn2
may be generated.

In other words, at the timing of an OFF operation of the
auxiliary switch Sn2, a peak voltage according to transient
power may be generated from both ends of the second auxil-
iary switch Sn2 to potentially cause switching loss.

In order to solve the problem, referring to FIG. 1, the power
factor correction device may further include the secondary
auxiliary inductor [s2 regulating an amount of current flow-
ing in the second auxiliary switch Sn2 in the event of a
switching operation of the second auxiliary switch Sn2.

Meanwhile, referring to FIG. 7, a width of the control
signal Gn2 with respect to the second auxiliary switch Sn2
may be appropriately adjusted.

For example, a pulse width T2 of the control signal Gn2 is
required to generate the zero voltage switching condition of
the second main switch S2.

Also, in case that a current flowing through the second
diode D2 is increased, it is preferable for the pulse width T2
of the control signal Gn2 to be widened in order to reduce a
spike voltage generated when the second auxiliary switch Sn2
is turned off. The reason is because, when the pulse width T2
of the control signal Gn2 is widened, a current flowing at the
timing when the second auxiliary switch Sn2 is turned off can
be reduced.

Also, in case that inductance of the second auxiliary induc-
tor Ls2 is increased, a reverse recovery current of the second
diode D2 is reduced, so, it is preferable for the pulse width T2
of the control signal Gn2 to be reduced to allow the second
main switch S2 to be zero-voltage switched within a short
time.

Also, in case that switching frequencies of the control
signals G2 and Gn2 are increased, it is preferable for the pulse
width T2 of the control signal Gn2 to be reduced in order to
prevent distortion of the control signals and reduce conduc-
tion loss of the second auxiliary switch Sn2 generated during
a turn-on time of the second auxiliary switch Sn2.

According to an embodiment of the present invention as
describe above, since the second main switch S2 operates
under zero voltage switching conditions, switching loss of the
second main switch S2 can be reduced, and thus, efficiency of
the power factor correction device can be significantly
enhanced.

As set forth above, according to embodiments of the inven-
tion, the power factor correction device capable of reducing
switching loss generated in the occurrence of power factor
correction switching by transferring surplus power to a
ground before a switching operation is performed to correct a
power factor can be provided.

Also, the power factor correction device capable of reduc-
ing an electromagnetic interference (EMI) noise level can be
provided.

While the present invention has been shown and described
in connection with the embodiments, it will be apparent to
those skilled in the art that modifications and variations can be
made without departing from the spirit and scope of the
invention as defined by the appended claims.

What is claimed is:

1. A power factor correction device comprising:

a main switching unit including a first main switch and a
second main switch performing a switching operation
with predetermined phase differences;

an auxiliary switching unit including a first auxiliary
switch and a second auxiliary switch forming a trans-
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mission path for surplus power existing before the first
main switch and the second main switch are turned on,
respectively;

an inductor unit positioned between a power input unit to
which AC power is applied and the main switching unit
and accumulating or discharging energy according to a
switching operation of the main switching unit; and

an auxiliary inductor unit regulating an amount of current
flowing in the auxiliary switching unit in the event of a
switching operation of the auxiliary switching unit,

wherein the first auxiliary switch performs a first switching
operation of being turned on before the first main switch
is turned on, and turned off before the first main switch
is turned off, within a single switching period of the first
main switch, and

wherein the second auxiliary switch performs a first
switching operation of being turned on before the sec-
ond main switch is turned on, and turned off before the
second main switch is turned off, within a single switch-
ing period of the second main switch.

2. The power factor correction device of claim 1, wherein
the first main switch and the second main switch of the main
switching unit are switched with an input phase difference of
180°.

3. The power factor correction device of claim 1, wherein
the power input unit comprises a first input line and a second
input line, and

the inductor unit comprises a first inductor connected
between the first input line and the first main switch and
a second inductor connected between the second input
line and the second main switch.

4. The power factor correction device of claim 3, wherein

the auxiliary inductor unit comprises:

a first auxiliary inductor disposed between a connection
terminal between the first main switch and the first
inductor and the first auxiliary switch; and

a second auxiliary inductor disposed between a connection
terminal between the second main switch and the second
inductor and the second auxiliary switch.

5. The power factor correction device of claim 1, further

comprising:

a first reverse current preventing diode connected to the
first main switch in parallel; and

a second reverse current preventing diode connected to the
second main switch in parallel.

6. The power factor correction device of claim 1, further
comprising a diode unit providing a transmission path for
power discharged from the inductor unit according to a
switching operation of the main switching unit.

7. The power factor correction device of claim 6, wherein
the diode unit comprises:

a first diode providing a transmission path for power dis-
charged from the first inductor according to a switching
operation of the first main switch; and

a second diode providing a transmission path for power
discharged from the second inductor according to a
switching operation of the second main switch.

8. The power factor correction device of claim 1, further
comprising a controller outputting control signals for control-
ling switching operations of the main switching unit and the
auxiliary switching unit.

9. A power factor correction device having a first output
line and a second output line to which a load is applied, the
device comprising:
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a power input unit generating AC power;

a first inductor and a second inductor connected to a first
input line of the power input unit and a second input line
of the power input unit, respectively;

afirstdiode disposed between the first inductor and the first
output line;

a second diode disposed between the second inductor and
the first output line;

afirst main switch disposed between a connection terminal
between the first inductor and the first diode and the
second output line;

a second main switch disposed between a connection ter-
minal between the second inductor and the second diode
and the second output line;

afirst auxiliary switch connected to the first main switch in
parallel;

a first auxiliary inductor connected to the first main switch
in parallel and connected to the first auxiliary switch in
series;

a second auxiliary switch connected to the second main
switch in parallel; and

a second auxiliary inductor connected to the second main
switch in parallel and connected to the second auxiliary
switch in series,

wherein the first auxiliary switch and the second auxiliary
switch form a transmission path for surplus power that
exists before the first main switch and the second main
switch are turned on, respectively,

wherein the first auxiliary switch performs a first switching
operation of being turned on before the first main switch
is turned on, and turned off before the first main switch
is turned off, within a single switching period of the first
main switch, and

wherein the second auxiliary switch performs a second
switching operation of being turned on before the sec-
ond main switch is turned on, and turned off before the
second main switch is turned off, within a single switch-
ing period of the second main switch.

10. The power factor correction device of claim 9, wherein

the first diode and the second diode are fast recovery diodes.

11. The power factor correction device of claim 9, wherein

the first switch and the second switch comprises one of an
insulated gate bipolar transistor (IGBT), a metal oxide semi-
conductor field-effect transistor (MOS-FET), and a bipolar
junction transistor (BJT), respectively.

12. A power factor correction device comprising:

a main switching unit switching AC power from a power
input unit to regulate a phase difference between a cur-
rent and a voltage of the AC power;

an auxiliary switching unit switched on before the main
switching unit is switched on, to form a transmission
path for surplus power of the main switching unit;

an inductor unit accumulating or discharging energy
according to a switching operation of the main switching
unit; and
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an auxiliary inductor unit regulating an amount of current
flowing in the auxiliary switching unit according to a
switching operation of the auxiliary switching unit,
wherein the main switching unit comprises a first main
5 switch regulating a phase difference between a current
and a voltage of the AC power during a positive half
cycle of the AC power and a second main switch regu-
lating a phase difference between a current and a voltage
of the AC power during a negative half cycle of the AC
power,
wherein the auxiliary switch comprises a first auxiliary
switch and a second auxiliary switch forming a trans-
mission path for surplus power existing before the first
main switch and the second main switch are turned on,
respectively,
wherein the first auxiliary switch performs a first switching
operation of being turned on before the first main switch
is turned on, and turned off before the first main switch
is turned off, within a single switching period of the first
main switch, and
wherein the second auxiliary switch performs a second
switching operation of being turned on before the sec-
ond main switch is turned on, and turned off before the
second main switch is turned off, within a single switch-
ing period of the second main switch.
13. The power factor correction device of claim 12,
wherein the inductor unit comprises:
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a first inductor connected between a first input line of the

30 power input unit and the first main switch; and

a second inductor connected between a second input line of
the power input unit and the second main switch.

14. The power factor correction device of claim 13,

wherein the auxiliary inductor unit comprises:

a first auxiliary inductor disposed between a connection
terminal between the first main switch and the first
inductor and the first auxiliary switch; and

a second auxiliary inductor disposed between a connection
terminal between the second main switch and the second
inductor and the second auxiliary switch.

40

15. The power factor correction device of claim 13, further
comprising a diode unit providing a transmission path for
power discharged from the inductor unit according to a

45 switching operation of the main switching unit.

16. The power factor correction device of claim 15,

wherein the diode unit comprises:

a first diode providing a transmission path for power dis-
charged from the first inductor according to a switching
operation of the first main switch; and

a second diode providing a transmission path for power
discharged from the second inductor according to a
switching operation of the second main switch.
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